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THERE ARE A SERIES OF WIGH DENSITY AREAS, VARYING IN SIZE AND
SHAPE, BUT NEVER LARGER THAN 6,5 SQUARE CENTIMETERS. THESE AREAS
APPEAR TO BE A REFLECTION AND ASS@CIATED WITH THE A/C HEADING RELATIVE
TO THE SOLAR AZIMUTH. THEY APPEAR @N THE FORWARD FRAMES ONLY AND
ARE RANDOMLY LOCATED BETWEEN 5.7 AMB 8,1 INCHES FROM THE CENTER OF
THE CLOCK AND BETWEEN @.2 AND 2,6 INCHES FROM THE TIME TRACK
NEAREST TO THE CLOCK. THEY CAN ONLY BE DETECTED IN FORTY-ONE
FRAMES WHILE THE VEHICLE MAINTAINS A GROUND TRACK AZIMUTH

OF [ ] THEY DO NOT
APPEAR IN ALL FRAMES WHEN THE VEHICLE MAINTAINS THIS GROUND

TRACK AZIMUTH. THE PATTERN OF THE FLARE VARIES FROM LINEAR

(ALONG TRACK) TO ELLIPTICAL (CROSS TRACK) AND IN SOME INSTANCES
THEY ARE A SMALL GROUP OF DOTS. THEY ARE OF SUFFICIENT DENSITY TO
OBSCURE IMAGERY.

16. CLOUDS OBSCURE 5P PERCENT OF THE IMAGERY. HOWEVER, THE MAIN
AREAS OF INTEREST ARE LESS THAN 18 PERCENT CLOUD COVERED.
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